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Electrical motor operated multi crop thresher for threshing Rice, wheat,
millet etc. Capacity (paddy): >200 kg/hr; wheat =120 kg/hr, millet =150
kg/hr. Cyclone Grain cleaning mechanism. Power: Power source:3-4 hp
(2.2-3 kw) 1PH, 220V/50Hz (100 percent copper wire binding motor).
Roller speed =800 RPM. Breakage rate <2%. Cleaning fan speed >2000
RPM. Transportation wheel: Pneumatic tyre. Gross weight 65 kg or above.
Safety: Protective covers etc. overall dimensions: 1100x800x900 approx.

—

Power source: 3-4 hp (2.2-3 kw) 1PH, 220V/50Hz/2800-2900RPM (100 %
copper wire binding motor). Spindle speed around 1600 RPM for rice and
more than SO00RPM for grinding. Body material: metallic. Capacity
>80kg/hr for rice de-husking; >120 kg for grinding. Feeding hopper having
adjustable feed rate mechanism. Adjustable system in outlet, polyester
spout cloth provided. Compartment: rice and disc grind compartment one
single machine. Rotor diameter (mm); rice mill: not less than 40; disc mill:
not less than 210. Sieve (mm) aperture: 1.2, Feature required: application in
both milling of cereals such as rice, wheat, millet and paddy. Gross wt.
above 70 kg, Safety: protective covers on moving parts (belt, pulley etc.)

Power source: 3-4 hp (2.2-3 kw) 1PH, 220V/50Hz (100 % copper wire
binding motor). Body material: metallic steel. Capacity: =150 kg for
grinding cereals. Feeding hopper having adjustable feed rate mechanism.
Adjustable system in outlet, polyester spout cloth provided. Rotational
speed :5000-5600 rpm. Rotor diameter not less than 240 mm. Sieve
Aperture :1.2, multiple sieves if necessary. Feature required: application in
grinding and crushing of cereals, animal feed and spices. Approximate
Dimension: 700X550X1110 mm. Gross wt. 50 kg or above. Safety:
protective covers on moving parts.
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Make & model: TSO certified, Latest manufactured (2026). No rust in any

parts, proper coated/painted. Engine: 4 stroke, single cylinder,
inclined/vertical, forced air cooled, Diesel engine. power: 4 kew or more.
Transmission system: wet type, friction double clutch, no. of gear speed:
2 forward &1 reverse and neutral. Model of transmission driven by gear
system. Number of rotor blades: 32 blades. Transportation wheel:
Solid or Pneumatic tyre size (inch):4.0-8. Starting method: Recoil/manual
starting system. Steering handle: Height adjustment provided. Weight
(Kg): Net weight (Empty tractor only) above 105 kg. Width & Depth of
cut: >105/10 cm. Fuel tank capacity(litre): 3.5to 4. Air cleaner: Oil bath
type. Accessories parts & tools: One set of complete tool box, m ini tiller
filled with lubricant and Gear oil (Ready to use).

Make & model: ISO certified, Latest manufactured (2026). No rust in any
parts, proper coated/painted. Engine type and model: 4 stroke, single
cylinder, air cooled gasoline engine. Power: 4 kw or more. Transmission
system: wet type, friction double clutch, no. of gear speed; 2 forward &1
reverse and neutral. Model of transmission: driven by gear system.
Number of rotor blades: 24 blades. Transportation wheel: Solid or
Pneumatic tyre size (inch):4.0-8. Sta rting method: Recoil/m anual starting
system. Steering handle: Height adjustment provided. Weight (Kg): Net
weight (Empty tractor only) above 72 kg. Width & Depth of cut: >90/10
om. Fuel tank capacity(liter): 3.5 to 4. Air cleaner: Oil bath type
Gasoline power operated multi crop thresher for threshing Rice, wheat
etc. Capacity (paddy): =300 kg/hr. Cyclone Grain cleaning mechanism.
Power: Gasoline engine, >4kw, 4 stroke, petrol, air cooled, single cylinder,
Fuel tank capacity: =3.5 L. Rated RPM: 3000-3600. Roller speed =800
RPM. Breakage rate <2%. Cleaning fan speed >2000 RPM. Transportation
wheel: Pneumatic tyre. Gross weight 70 kg or above. Safety: Protective
covers etc. overall dimensions: 1100x800x900 approx.
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